Il TRACO POWER TIM 6 Series

Suggested filter to comply with EN 55032 Conducted and Radiated Emissions Class A limits
TIM 6 series complies with EN 55032 Conducted and Radiated Emissions Class A without external components.

Suggested filter to comply with EN 55032 Conducted and Radiated Emissions Class B limits
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Suggested components to comply with EN 55032 Conducted and Radiated Emissions Class B limits

Model c1 c2 c3,C4 L1
TIM 6-12xx 122120“><F71a2|\?|_\éc TCK-127
TIM 6-24xx ; 211%l;f7{?5l\/|0L\(/:C _ 100 pF / Y1 TCK-128
TIM 6-48xx 12'17 o“%ﬁfé’o 14517 0“;7/R1|\0/|Ecvc TCK-119

TCK-127 datasheet: www.tracopower.com/overview/tck-127
TCK-128 datasheet: www.tracopower.com/overview/tck-128
TCK-129 datasheet: www.tracopower.com/overview/tck-119
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Il TRACO POWER

TIM 6 Series

Suggested PCB layouts for both standard models and on-demand models with alternative pinning

Single output (Standard models)
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Single output

(On-demand models with alternative pinning)
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Dual output (Standard models)
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(On-demand models with alternative pinning)
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