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Il TRACO POWER

TPI 30-103A-JP

Typical Input Start-Up Characteristic at 115 Vin
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TPI 30A-J Series

Typical Input Start-Up Characteristic at 230 Vin
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER

TPI 30-105A-JP

Efficiency versus Output Load
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TPI 30A-J Series

Efficiency versus Input Voltage
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER TPI 30A-J Series

TPI 30-105A-JP

Typical Input Start-Up Characteristic at 115 Vin Typical Input Start-Up Characteristic at 230 Vin
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER

TPI 30-112A-JP

Efficiency versus Output Load
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TPI 30A-J Series

Efficiency versus Input Voltage
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER

TPI 30-112A-JP

Typical Input Start-Up Characteristic at 115 Vin
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TPI 30A-J Series

Typical Input Start-Up Characteristic at 230 Vin
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER

TPI 30-115A-JP

Efficiency versus Output Load
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TPI 30A-J Series

Efficiency versus Input Voltage
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER

TPI 30-115A-JP

Typical Input Start-Up Characteristic at 115 Vin
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Typical Hold-Up Characteristic at 115 Vin
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER

TPI 30-124A-JP

Efficiency versus Output Load
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TPI 30A-J Series

Efficiency versus Input Voltage
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER TPI 30A-J Series

TPI 30-124A-JP

Typical Input Start-Up Characteristic at 115 Vin Typical Input Start-Up Characteristic at 230 Vin
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER

TPI 30-136A-JP

Efficiency versus Output Load
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Efficiency versus Input Voltage
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER

TPI 30-136A-JP

Typical Input Start-Up Characteristic at 115 Vin

l T LeCroy

ticat 115 Vin

Typical Output Rise Characteris

Typical Hold-Up Characteristic at 115 Vin

|
1
|
]
|
|
i
|

:

www.tracopower.com

X2= -10.5323ms 1ifK= 48.1501 Hz

TPI 30A-J Series

Typical Input Start-Up Characteristic at 230 Vin
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER

TPI 30-148A-JP

Efficiency versus Output Load
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER

TPI 30-148A-JP

at 115 Vin

Typical Input Start-Up Characteristic

l LeCroy]

|
I

i
X2=  55.982ms 1K= 1114305 Hz

115Vin

Typical Output Rise Characteristic at
! |

|

ﬁw%

/l

|

ydii

X2= 481942ms 1= 2038977 Hz

JANWAY

[YARVAl

- - ms o ms
X2= -17.8097 ms 1if= 49.6608 Hz

TPI 30A-J Series

Typical Input Start-Up Characteristic at 230 Vin

h pi

LeCro

\

|

—l 13

i
X2=  44338ms 1K= 1174986 Hz

Typical Output Rise Characteristic at 230 Vin

5
X2= 417164ms 18X 234927 Hz

Typical Hold-Up Characteristic at 230 Vin

MAAAAN

| LeCroy’

S

|
I

Nt
VYTV VY U }
\

Xi= - ms = ms
Xz= -1926B5ms 1ifd= 997908 He

All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER

TPI 30-153A-JP

Efficiency versus Output Load
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Efficiency versus Input Voltage
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All specifications valid at nominal input voltage, full load and +25°C after warm-up time unless otherwise stated.
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Il TRACO POWER

TPI 30-153A-JP

Typical Input Start-Up Characteristic at 115 Vin
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TPI 30A-J Series

Typical Input Start-Up Characteristic at 230 Vin
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