Il TRACO POWER TSR 0.5SM Series

As per datasheet, the output voltage level of the TSR-0.5SM power supplies is adjustable.
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Model TSR 0.5- TSR 0.5- TSR 0.5- TSR 0.5- TSR 0.5- TSR 0.5- TSR 0.5- TSR 0.5- TSR 0.5-
2415SM 2418SM 2425SM 2433SM 2450SM 2465SM 2490SM 24120SM | 24150SM
nominal Vout 1.5VDC 1.8VDC 2.5VDC 3.3VDC 5.0VDC 6.5VDC 9.0VDC 12VDC 15VDC
adjust. Vout R1 R2 | R1 R2 | R1 R2 | R1 R2 | R1 R2 | R1 R2 | R1 R2 | R1 R2 | R1 R2
kQ
1.4VDC 1
1.5VDC 3 0.2
1.8VDC 6.49 12
2.5VDC 0.47 11.8
3.0vDC 4.64 44.2 | 88.4 17
3.3VDC 27 15
3.6 vDC 60.4 | 42 21.5
3.9VDC 28 58 30.1
4.5VDC 11.3 | 180 56.3 26 17 10.5
4.9VDC 7.15 | 850 78.7 36 24 15.8
5.0VDC 6.34 86 39 26 17.4
5.1VDC 5.9 231 97 42 28 18.7
5.5VDC 3.9 56.2 | 154 56 36 24.9
6.5VDC 14 112 63 42.2
8.0vVDC 2.32 22.6 | 400 125 78.7
9.0VDC 9.53 200 113
10.0VDC 3.92 54.9 | 345 160
11.0VDC 0.83 16.5 | 740 232
12.0VDC 3.6 340
12.6 VDC 0 180 | 464
13.5VDC 57.6 | 787
15.5VDC 300
Specifications can be changed without notice! Application note: TSRO.5SM-output-voltage-adjustment,
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