Il TRACO POWER

DC/DC Converter TEN 60WIR Series

EMI Consideration

Suggested filter to comply with EN 55032 Radiated Emissions Class A limits

Single output models PCB layout suggestion
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Dual output models PCB layout suggestion
-
C4| -
I 07 .
o 60 ,9(,
L1 2
+o 000 +Vin  +Vout s ol L |92 F
X) < +
Load S 2 S o °© ' sojF
out ci| c2 C3|~ c k 5 0
npu - p— ommon
p ~ L d -_m
oa
-0 \AAAS -Vin -Vout - 8
]
C6 |1 0o O, -
I f E ) E
C5 H a o
]
o
-]
o
o

Model c1 c2 c3 ca c5 c6 L1
i ) 10 pF /50 V ) 1000 pF ) ) 398 uH
TEN 60-24xxWIR 1210 MLCC Y1 TCK-177
) 2.2 yF /100V | 2.2 yF / 100V | 100 pF /7 100V 330 pF 680 pF 330 pF 398 pH
TEN 60-48xxWIR 1210 MLCC | 1210 MLCC ZLH Y1 Y1 Y1 TCK-177

TCK-177 datasheet: www.tracopower.com/overview/tck-177
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Il TRACO POWER

DC/DC Converter

TEN 60WIR Series

EMI Consideration

Suggested filter to comply with EN 55032 Radiated Emissions Class A limits

Single output models

PCB layout suggestion
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Dual output models PCB layout suggestion
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Suggested components to comply with EN 55032 Radiated Emissions Class A limits

Model c1,c4 c2,C3,C5 c6 c7 cs L1
i 47 uF / 200V 1 uF /250 V 1000 pF 2200 pF 290 pF 500 pH
TEN 60-72xxWIR KX 1812 MLCC Y1 Y1 Y1 TCK-169

TCK-169 datasheet: www.tracopower.com/overview/tck-169
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Il TRACO POWER

TEN 60WIR Series

EMI Consideration

Suggested filter to comply with EN 55032 Radiated Emissions Class B limits

Single output models
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PCB layout suggestion
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PCB layout suggestion
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Suggested components to comply with EN 55032 Radiated Emissions Class B limits

Model ci c2 c3 ca c5 cé c7 cs L1
10 uF 270 uF
TEN 60-24xxWIR ; 50 V ; 50V - 10?(? PF 478 1pF 68$1p': fgf 1“7'-'7
1210 MLCC ZLH ]
220 uF 2.0 uF 2.0 uF 100 uF 2.0 uF
TEN 60-48xxWIR | 100V 100V 100V 100V 100V 10?(? PF 103? pF 68$1PF fg&‘%
KY | 1210 MLCC | 1210 MLCC ZLH 1210 MLCC
150 pF 1 uF 1 WF 47 uF 1 WF
TEN 60-72xxWIR | 200V 250 V 250 V 200V 250 V 10?(? PF 22?{? pF 47$ 1pF 1_582 1“6'-;
KX) | 1812 MLCC | 1812 MLCC KXJ 1812 MLCC

TCK-169 datasheet: www.tracopower.com/overview/tck-169

TCK-177 datasheet: www.tracopower.com/overview/tck-177
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