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TES 2-0510H

Characteristic Curves

Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-0511H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-0512H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-0521H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-0522H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-0523H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-1210H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage



	 TES 2H Series

www.tracopower.com Page 8 of 16

TES 2-1211H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-1212H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-1222H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-1223H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-2410H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-2411H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage



	 TES 2H Series

www.tracopower.com Page 14 of 16

TES 2-2412H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-2422H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage
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TES 2-2423H
Efficiency versus Output Load Efficiency versus Input Voltage

Typical Output Ripple and Noise Typical Start-Up and Output Rise Characteristic

Derating Output Load versus Ambient Temperature Load Variation versus Output Voltage


