Il TRACO POWER

TXO
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Characteristic Curves
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Il TRACO POWER TXO 60 Series

TXO 60-112-J

Typical Output Ripple and Noise at 115 Vin Typical Output Ripple and Noise at 230 Vin
(with external capacitor; see datasheet) (with external capacitor; see datasheet)
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Transient Response to Dynamic Load Change (25%) Transient Response to Dynamic Load Change (25%)
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Il TRACO POWER

TXO 60-112-J

Typical Start-Up Characteristic at 115 Vin
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Typical Output Rise Characteristic at 115 Vin
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Typical Hold-Up Characteristic at 115 Vin
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TXO 60 Series

Typical Start-Up Characteristic at 230 Vin
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Typical Output Rise Characteristic at 230 Vin
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Typical Hold-Up Characteristic at 230 Vin
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All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated.
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Il TRACO POWER TXO 60 Series

TXO 60-115-J
Efficiency versus Output Load Efficiency versus Input Voltage
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All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated.
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Il TRACO POWER

TXO 60-115-J

Typical Output Ripple and Noise at 115 Vin
(with external capacitor; see datasheet)
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TXO 60 Series

Typical Output Ripple and Noise at 230 Vin
(with external capacitor; see datasheet)
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All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated
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Il TRACO POWER

TXO 60-115-J

Typical Start-Up Characteristic at 115 Vin
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Typical Output Rise Characteristic at 115 Vin
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TXO 60 Series

Typical Start-Up Characteristic at 230 Vin
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Typical Output Rise Characteristic at 230 Vin
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Typical Hold-Up Characteristic at 230 Vin
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All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated.
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Il TRACO POWER TXO 60 Series

TXO 60-124-)
Efficiency versus Output Load Efficiency versus Input Voltage
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All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated.

www.tracopower.com Page 7 of 18



Il TRACO POWER

TXO 60-124-)

Typical Output Ripple and Noise at 115 Vin
(with external capacitor; see datasheet)
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Transient Response to Dynamic Load Change (25%)
at 115 Vin
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TXO 60 Series

Typical Output Ripple and Noise at 230 Vin
(with external capacitor; see datasheet)
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Il TRACO POWER

TXO 60-124-)

Typical Start-Up Characteristic at 115 Vin
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Typical Output Rise Characteristic at 115 Vin
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Typical Hold-Up Characteristic at 115 Vin
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TXO 60 Series

Typical Start-Up Characteristic at 230 Vin
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Typical Output Rise Characteristic at 230 Vin
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All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated.
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Il TRACO POWER

On-demand model with 36 Vout

Efficiency versus Output Load
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100.00%

EFFICIENCY %

95.00%
90.00%
85.00%
80.00%
75.00%
70.00%
65.00%
60.00%

———50%FULL Load
e 100%FU LL Load

85 90 110 130 150 170 190 210 230 250 264

Input Voltage(V)

Derating Output Load versus Ambient Temperature

N\

at 115 Vin at 230 Vin
100 100
90 90
3 80 N §- 80 -
T 70 \ T 70
@ @
E 60 E 60
L 5o . 50
3 3
2 40 - 2 40
= 3
o 30 O 30 -
20 20
10 - 10
0 0
-20  -10 0 10 20 30 40 50 60 70 -20 -10
Ambient Temperature (C)
Derating versus Input Voltage
100
;\;\ 90
~ 80
-
g 70
£ 50
5- 50
5 40
% 30
= 20
10
0
85 90 100 110 115 120 140 160 180 200 220 240 264
AC Input Voltage (VAC)
All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated.
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Il TRACO POWER TXO 60 Series

On-demand model with 36 Vout

Typical Output Ripple and Noise at 115 Vin Typical Output Ripple and Noise at 230 Vin
(with external capacitor; see datasheet) (with external capacitor; see datasheet)
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All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated
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Il TRACO POWER

On-demand model with 36 Vout

Typical Start-Up Characteristic at 115 Vin
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TXO 60 Series

Typical Start-Up Characteristic at 230 Vin
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Typical Output Rise Characteristic at 230 Vin
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All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated.
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Il TRACO POWER TXO 60 Series

TXO 60-148-J
Efficiency versus Output Load Efficiency versus Input Voltage
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All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated.
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Il TRACO POWER TXO 60 Series

TXO 60-148-J

Typical Output Ripple and Noise at 115 Vin Typical Output Ripple and Noise at 230 Vin
(with external capacitor; see datasheet) (with external capacitor; see datasheet)
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Il TRACO POWER TXO 60 Series

TXO 60-148-J

Typical Start-Up Characteristic at 115 Vin Typical Start-Up Characteristic at 230 Vin
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All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated.
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Il TRACO POWER TXO 60 Series

On-demand model with 56 Vout

Efficiency versus Output Load Efficiency versus Input Voltage
100.00% T T 100.00%
95.00% 95.00%
T —
90.00% — —— 90.00% E,,__gs———_z
= / "
> 85.00% o 85.00% : :
Z o _ & 80.00%
g sooo% ——EFFICIENCY % S,
= 7500% 115VAC = 75.00% —50%FULL Load —
o] b
70.00% e EFFICIENCY %~ 70.00% | e 100%FULL Load
65.00% ‘ 230VAC 65.00%
60.00% 50.00%

10% 20% 30% 40% S0% 60% 70% 80% 90% 100% 85 90 110 130 150 170 190 210 230 250 264

% of FULL LOAD Input Voltage(V)
Derating Output Load versus Ambient Temperature Derating Output Load versus Ambient Temperature
at 115 Vin at 230 Vin
100 100
90 - 90
g ® N g % \\
T 70 \ - T 70
] o \
2 60 2 60
) & 50
3 3
2 40 - 2 40
= 3
o 30 O 30 -
20 20
10 - 10
0 0
20 10 O 10 20 30 40 50 60 70 20 10 0 10 20 30 40 50 60 70
Ambient Temperature (C) Ambient Temperature (C)
Derating versus Input Voltage
100
G 90
~ 80
-
2 70
£ 60
g‘ 50
5 40
% 30
= 20
10
0
85 90 100 110 115 120 140 160 180 200 220 240 264
AC Input Voltage (VAC)
All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated.
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Il TRACO POWER TXO 60 Series

On-demand model with 56 Vout

Typical Output Ripple and Noise at 115 Vin Typical Output Ripple and Noise at 230 Vin
(with external capacitor; see datasheet) (with external capacitor; see datasheet)
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Transient Response to Dynamic Load Change (25%) Transient Response to Dynamic Load Change (25%)
at 115 Vin at 230 Vin
e o mmm

W usune P 3] r2 [0} L L2 L3 Wuasune L] 3] B2 rmin(C3] L L L3
vvvvv 154 yalug 154 arrl

- @ - @

All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated
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Il TRACO POWER TXO 60 Series

On-demand model with 56 Vout

Typical Start-Up Characteristic at 115 Vin Typical Start-Up Characteristic at 230 Vin
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Typical Output Rise Characteristic at 115 Vin Typical Output Rise Characteristic at 230 Vin
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Typical Hold-Up Characteristic at 115 Vin Typical Hold-Up Characteristic at 230 Vin
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All specifications valid at nominal voltage, resistive full load and +25°C after warm-up time, unless otherwise stated.
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