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Appendix A. Test Photos 
1. Photographs of Conducted Emissions Test Configuration 
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Side view 
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2. Photographs of Radiated Emissions Test Configuration 
 
For radiated emissions below 1GHz 
 

 

Front view 

  

Rear view 
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3. Photographs of Harmonic, Flicker, Surge, Dip Test Configuration 
 

Mode1 

 

Front view 

  

Rear view 
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Mode2 
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Mode3 
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4. Photographs of ESD Immunity Test Configuration 
 

Mode1 

 

Front view 

  

Rear view 
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Test Points 
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Mode3 
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5. Photographs of RS Immunity Test Configuration 
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Rear view 
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6. Photographs of EFT Test Configuration 
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7. Photographs of CS Immunity Test Configuration 
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8. Power Frequency Magnetic Field immunity Measurement (PFMF) 
 

Mode1 
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Appendix C. Attachment of Report for Additional Measurement Data 

 

The equipment of this attachment is the same as the Equipment under Test of original test 

report no. EC390419-02, except for the following difference. 
 
Original Information: 
Equipment : AC-DC Switching Power Supply 

   
Model No. : TXH 060-105 TXH 060-112 TXH 060-115  

TXH 060-124 TXH 060-148 TXH 060-105-U  
TXH 060-112-U TXH 060-115-U TXH 060-124-U  
TXH 060-148-U TXH 060-105-O TXH 060-112-O  
TXH 060-115-O TXH 060-124-O TXH 060-148-O 

   
Applicant : Traco Electronic AG 

Sihlbruggstrasse 111, 6340 Baar, Switzerland 

 

 
Additional Information: 

1) EN 61000-6-2 measurement data. 
 

 

  

 

This attachment should be filed together with original test report, Report No.: EC390419-02 

for reference. 

 

_ 
   

 
SPORTON INTERNATIONAL INC. 
No. 52, Huaya 1st Rd., Guishan Dist.,  

Taoyuan City, Taiwan (R.O.C.) 

Tel: 886-3-327-3456 

Fax: 886-3-327-0973 
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C.2.5 Test Result of Harmonic Current Emissions 

 
 

As specified on clause 7 of EN 61000-3-2:2014, the limits are not specified for equipment with a rated 

power of 75W or less. 
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C.4.1 Test Setup 

 

 
 

The test setup consists of the test generator, EUT and auxiliary instrumentation necessary to perform 

DIRECT and INDIRECT application of discharges to the EUT as applicable, in the follow manner: 

a. CONTACT DISCHARGE to the conductive surfaces and to coupling plane; 

b. AIR DISCHARGE at insulating surfaces. 

The preferred test method is that of type tests performed in laboratories and the only accepted method 

of demonstrating conformance with this standard. The EUT was arranged as closely as possible to 

arrangement in final installed conditions. 
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C.4.2 Test Setup for Tests Performed in Laboratory 

A ground reference plane was provided on the floor of the test site. It was a metallic sheet (copper or 

aluminum) of 0.25 mm, minimum thickness; other metallic may be used but they shall have at least 0.65 

mm thickness. In the SPORTON EMC LAB., we provided 1 mm thickness aluminum ground reference 

plane or 1 mm thickness stainless steel ground reference plane. The minimum size of the ground 

reference plane is 1 m x 1 m, the exact size depending on the dimensions of the EUT. It was connected 

to the protective grounding system. 

 

The EUT was arranged and connected according to its functional requirements. A distance of 1 m 

minimum was provided between the EUT and the wall of the Lab., and any other metallic structure. In 

cases where this length exceeds the length necessary to apply the discharges to the selected points, 

the excess length shall, where possible, be placed non-inductively off the ground reference plane and 

shall not come closer than 0.2 m to other conductive parts in the test setup. 

 

Where the EUT is installed on a metal table, the table was connected to the reference plane via a cable 

with a 470k ohm resister located at each end, to prevent a build-up of charge. The test setup was 

consist a wooden table, 0.8 m high, standing on the ground reference plane. A HCP, 1.6 m x 0.8 m, was 

placed on the table. The EUT and cables was isolated from the HCP by an insulating support 0.5 mm 

thick. The VCP size, 0.5 m x 0.5 m. 
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C.4.3 ESD Test Procedure 

a. In the case of air discharge testing the climatic conditions shall be within the following ranges: 

- ambient temperature: 15 °C to 35 °C; 
- relative humidity : 30  to 60 ; 

- atmospheric pressure : 86 kPa (860 mbar) to 106 kPa (1060 mbar). 

b. Test programs and software shall be chosen so as to exercise all normal modes of operation of the 

EUT.  The use of special exercising software is encouraged, but permitted only where it can be 

shown that the EUT is being comprehensively exercised. 

c. The test voltage shall be increased from the minimum to the selected test severity level, in order to 

determine any threshold of failure.  The final severity level should not exceed the product 

specification value in order to avoid damage to the equipment. 

d. The test shall be performed with both air discharge and contact discharge. On preselected points at 

least 10 single discharges (in the most sensitive polarity) shall be applied on air discharge. On 

preselected points at least 10 single discharges (in the most sensitive polarity) shall be applied on 

contact discharge. 

e. For the time interval between successive single discharges an initial value of one second is 

recommended. Longer intervals may be necessary to determine whether a system failure has 

occurred. 

f. In the case of contact discharges, the tip of the discharge electrode shall touch the EUT before the 

discharge switch is operated. 

g. In the case of painted surface covering a conducting substrate, the following procedure shall be 

adopted: 

- If the coating is not declared to be an insulating coating by the equipment manufacturer, then the 

pointed tip of the generator shall penetrate the coating so as to make contact with the conducting 

substrate. 

- Coating declared as insulating by the manufacturer shall only be submitted to the air discharge. 

- The contact discharge test shall not be applied to such surfaces. 

h. In the case of air discharges, the round discharge tip of the discharge electrode shall be approached 

as fast as possible (without causing mechanical damage) to touch the EUT. After each discharge, 

the ESD generator (discharge electrode) shall be removed from the EUT. The generator is then 

retriggered for a new single discharge. This procedure shall be repeated until the discharges are 

completed. In the case of an air discharge test, the discharge switch, which is used for contact 

discharge, shall be closed. 
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C.5.2 Test Setup 

        

                              

 
NOTE : The SPORTON 7m x 4m x 4m semi-anechoic chamber is compliance with the sixteen 

-4-3 Section 6.2. 

 

The procedure defined in this part requires the generation of electromagnetic fields within which the test 

sample is placed and its operation observed. To generate fields that are useful for simulation of actual 

(field) conditions may require significant antenna drive power and the resultant high field strength levels. 

To comply with local regulations and to prevent biological hazards to the testing personnel, it is 

recommended that these tests be carried out in a shielded enclosure or semi-anechoic chamber. 
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C.6.2 Test setup 

 

The EUT was placed on a ground reference plane and was insulated from it by an insulating support 

about 0.1 m thick. If the EUT is table-top equipment, it was located approximately 0.8 m above the GRP. 

The GRP. Was a metallic sheet (copper or aluminum) of 0.25 mm, minimum thickness; other metallic 

may be used but they shall have at least 0.65 mm thickness. It shall project beyond the EUT by at least 

0.1 m on all sides and connected to the protective earth. In the SPORTON EMC LAB., We provided 1 

mm thickness aluminum ground reference plane or 1 mm thickness stainless steel ground reference 

plane. The minimum size of the ground reference plane is 1 m x 1 m, the exact size depending on the 

dimensions of the EUT.  It was connected to the protective grounding system. The EUT was arranged 

and connected according to its functional requirements. The minimum distance between the EUT and 

other conductive structures, except the GRP. Beneath the EUT, was more than 0.5 m. using the 

coupling clamp, the minimum distance between the coupling plates and all other conductive structures, 

except the GRP. Beneath the EUT, was more than 0.5 m. The length of the signal and power lines 

between the coupling device and the EUT was 1 m or less. 
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C.6.3 Test on Power Line 

a. The EFT/B-generator was located on the GRP. The length from the EFT/B-generator to the EUT as not 

exceeds 1 m. 

b. The EFT/B-generator provides the ability to apply the test voltage in a non-symmetrical condition to the 

power supply input terminals of the EUT. 

C.6.4 Test on Communication Lines 

a. The coupling clamp is composed of a clamp unit for housing the cable (length more than 3 m), and 

was placed on the GRP. 

b. The coupling clamp provides the ability of coupling the fast transient/bursts to the cable under test. 

C.6.5 Test Procedure 

a. In order to minimize the effect of environmental parameters on test results, the climatic conditions 

when test is carrying out shall comply with the following requirements: 

- ambient temperature: 15 °C to 35 °C; 
- relative humidity : 45  to 75 ; 

- atmospheric pressure : 86 kPa (860 mbar) to 106 kPa (1060 mbar). 

b. In order to minimize the effect of environmental parameters on test results, the electromagnetic 

environment of the laboratory shall not influence the test results. 

c. The variety and diversity of equipment and systems to be tested make it difficult to establish general 

criteria for the evaluation of the effects of fast transients/bursts on equipment and systems. 

d. The test results may be classified on the basic of the operating conditions and the functional 

specification of the equipment under test, according to the following performance criteria : 

- Normal performance within the specification limits. 

- Temporary degradation or loss of function or performance which is self-recoverable. 

- Temporary degradation or loss of function or performance which requires operator intervention or 

system reset. 

- Degradation or loss of function which is not recoverable due to damage of equipment 

(components). 
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C.7.3 Test Procedure 

a. Climatic conditions 
The climatic conditions shall comply with the following requirements : 

- ambient temperature : 15 °C to 35 °C 
- relative humidity : 10 % to 75 % 
- atmospheric pressure : 86 kPa to 106 kPa ( 860 mbar to 1060 mbar ) 

b. Electromagnetic conditions 
The electromagnetic environment of the laboratory shall not influence the test results. 

c. The test shall be performed according the test plan that shall specify the test set-up with 
- generator and other equipment utilized; 
- test level ( voltage/current ); 
- generator source impedance; 
- internal or external generator trigger; 
- number of tests : at least five positive and five negative at the selected points; 
- repetition rate : maximum 1/min. 
- inputs and outputs to be tested; 
- representative operating conditions of the EUT; 
- sequence of application of the surge to the circuit; 
- phase angle in the case of a.c. power supply; 
- actual installation conditions, for example : 

AC : neutral earthed, 
DC : ( + ) or ( - ) earthed to simulated the actual earthing conditions. 

d. If not otherwise specified the surges have to be applied synchronized to the voltage phase at the 
zero-crossing and the peak value of the a.c. voltage wave ( positive and negative ). 

e. The surges have to be applied line to line and line(s) and earth.  When testing line to earth, the test 
voltage has to be applied successively between each of the lines and earth, if there is no other 
specification. 

f. The test procedure shall also consider the non-linear current-voltage characteristics of the equipment 
under test.  Therefore the test voltage has to be increased by steps up to the test level specified in the 
product standard or test plan. 

g. All lower levels including the selected test level shall be satisfied.  For testing the secondary 
protection, the output voltage of the generator shall be increased up to the worst-case voltage 
breakdown level ( let-through level ) of the primary protection. 

h. If the actual operating signal sources are not available, the may be simulated.  Under no 
circumstances may the test level exceed the product specification.  The test shall be carried out 
according the test plan. 

i. To find all critical points of the duty cycle of the equipment, a sufficient number of positive and negative 
test pulses shall be applied.  For acceptance test previously unstressed equipment shall be used to 
the protection devices shall be replaced. 
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C.7.4 Operating Condition 

Full system 
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C.8.3 Operating Condition 

Full system 

C.8.4 Test Procedure 

a. The EUT shall be operated within its intended climatic conditions.  The temperature and relative 
humidity should be recorded. 

b. This test method test can be performed without using a sell shielded enclosure.  This is because the 
disturbance levels applied and the geometry of the setups are not likely to radiated a high amount of 
energy, especially at the lower frequencies.  If under certain circumstances the radiated energy is 
too high, a shielded enclosure has to be used. 

c. The test shall be performed with the test generator connected to each of the coupling and decoupling 
devices in turn while the other non-excited RF-input ports of the coupling devices are terminated by a 
50 ohm load resistor. 

d. The frequency range is swept from 150 kHz to 80 MHz, using the signal levels established during the 
setting process, and with the disturbance signal 80% amplitude modulated with a 1kHz sine wave, 
pausing to adjust the RF-signal level or to switch coupling devices as necessary.  The rate of sweep 
shall no exceed 1.5 x 10-3 decades/s.  Where the frequency is swept incrementally, the step size 
shall no exceed 1% of the start and thereafter 1% of the preceding frequency value. 

e. The dwell time at each frequency shall not be less than the time necessary for the EUT to be 
exercised, and able to respond. Sensitive frequencies e.g. clock frequency(ies) and harmonics or 
frequencies of dominant interest shall be analyzed separately. 

f. In cases of dispute, the test procedure using a step size not exceeding 1% of the start and thereafter 
1% of preceding frequency value shall take precedence. 

g. Attempts should be made to fully exercise the EUT during testing, and to fully interrogate all exercise 
modes selected for susceptibility. 

h. The use of special exercising programs is recommended. 

i. Testing shall be performed according to a Test Plan, which shall be included in the test report. 

j. It may be necessary to carry out some investigatory testing in order to establish some aspects of the 
test plan. 
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C.10.3 Testing Requirement and Procedure  

The test was based on IEC 61000-4-11 

 

C.10.4 Test Conditions  

1. Source voltage and frequency : 100/240V, 50Hz, Single phase. 

2. Test of interval : 10 sec. 

3. Level and duration : Sequency of 3 dips/interrupts. 

4. Voltage rise (and fall) time : 1  5 s. 

 

C.10.5 Operating Condition 

Full system 
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C.1 Photographs of Test Configuration 

C.1.1 Photographs of Flicker, Surge, Dip Test Configuration 

 

 

Front view 

Rear view 
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C.1.2 Photographs of ESD Immunity Test Configuration 

 

 

Front view 

Rear view 
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C.1.3 Photographs of RS Immunity Test Configuration 

 

 

Front view 

Rear view 
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C.1.4 Photographs of EFT Test Configuration 

 

 

Front view 

Rear view 
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C.1.5 Photographs of CS Immunity Test Configuration 

 

 

Front view 

Rear view 
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C.1.6 Power Frequency Magnetic Field immunity Measurement (PFMF) 

 

 

Front view 

Rear view 

 
 






