Il TRACO POWER

EMI Consideration

TEL 15N(-HS) Series

TEL 15N and TEL 15N-HS comply with EN 55032 Conducted Class A limits without external filter

Suggested filter to comply with EN 55032 Radiated Emissions Class A, EFT & Surge
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PCB layout suggestion (top/bottom)
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PCB layout suggestion (top/bottom)
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Suggested components to comply with EN 55032 Radiated Emissions Class A, EFT & Surge

Model c1,Cc2| L1,L2 L3 c3 ca c5 c6 c7 cs
TEL 15-121xN 102(’8va
TEL 15-121xN-HS sgg \;;F 1808 X7R
TEL 15-122xN KY 1°2°‘|2va chl’(f/’F egﬁ’(sF 10202va
TEL 12-122xN-HS 1808 X7R | 1808 X7R | 1808 X7R 1808 X7R
TEL 15-241xN
TEL 15-241xN-HS 1000 pF
10 uH 2 kV ;
TEL 15-2422N 4;8 \‘;F 29A 1808 X7R
TEL 15-2422N-HS | 78 mQ 1000 pF
74477410 2 kV
TEI 15-2423N 10208va 1808 X7R
TEL 15-2423N-HS 1808 X7R
2L 15 AT sow | 2n | 2w | e | C2w
- - H -
TEL 15-481xN-HS 2120%‘3: 1.4 A 1808 X7R 1808 X7R 1808 X7R 1808 X7R
e 9o 60 mQ 1500 pF | 1500 pF | 1800pF | 1800pF | 1500 pF 1500 pF
TEL 15-4892N-HS 744273222 | 2 kv okV 2 kV 2 kV 2 kv 2 kV
X 1808 X7R 1808 X7R 1808 X7R 1808 X7R 1808 X7R 1808 X7R
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ITRACO POWER TEL 15N(-HS) Series

Suggested filter to comply with EN 55032 Conducted and Radiated Emissions Class B, EFT & Surge

Single output models PCB layout suggestion
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Dual output models PCB layout suggestion (top/bottom)
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Suggested components to comply with EN 55032 Conducted and Radiated Emissions Class B, EFT & Surge

Model c1,C2 L1, L2 L3 c3 ca c5 (o) c7 cs
TEL 15-121xN 680pF | 470 pF
TEL 15-121xN-HS | 820 pF 2 kv 2 kv 680 pF i i
25\*; 1808 X7R | 1808 X7R ) k\“/’
TEL 15-122xN KY 1200 pF | ygog x7r | 680PF | 470pF | 470 pF
T 10 pH 14 pH 1900 oF 2 kV 2 kV 2 KV 2 kV
29A 4A ) kVp 1808 X7R 1808 X7R | 1808 X7R | 1808 X7R
) 78 mQ 15 mQ 330 pF
TEL 15-241xN 74477410 | 744841414 1808 X7R 2 kV -
TEL 15-241xN-HS | 470 uF 1808 x7R | 1000 PF
50V 2 kV -
TEL 15-242xN KY 1000 pF | yg0g x7r | 1000 pPF | 1000 pF
TEL 15-242xN-HS i 2kV 2 kv 2 kv
1808 X7R 1808 X7R | 1808 X7R
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Il TRACO POWER

TEL 15N(-HS) Series

Suggested filter to comply with EN 55032 Conducted and Radiated Emissions Class B, EFT & Surge (continued)

Single output models

EFT (Burst) & Surge
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Dual output models
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PCB layout suggestion (top/bottom)
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Suggested components to comply with EN 55032 Conducted and Radiated Emissions Class B, EFT & Surge

Model ci,c2| L1,L2 L3 cs3 ca c5 cé c7 cs L4
15 pH 810- 1000 pF 1500 pF | 1000 pF
TEL 15-4811N 163A | oo | 2KV 2 kV 2 kV )
TEL 15-4811N-HS 89 mQ OPLTLY 1808 1808 1808
744774115 XTR | ggopF | XTR XTR
TEL 15-4812N 2 KV
TEL15-4812N-HS 1808 | 680 pF i ) 30 pH
TEL 15-4813N 212000F<IF XTR 2 kV 1.4A
TEL 15-4813N-HS Ky 10 pH 30 pH i 1808 ) 60 mQ
TEL 15-4815N 2.2A 1.4A X7R 744273222
TEL 15-4815N-HS 78 mQ 60 mQ
74477410 | 744273222 [Tea00F (1000 pF | 2200 pF | 1500 pF | 1200 pF | 1500 pF
TEL 15-482xN 2 kV 2 kV 2 kV 2 kV 2 kV 2 kV
TEL 15-482xN-HS 1808 1808 1808 1808 1808 1808 i
X7R X7R XT7R XT7R XT7R X7R
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