Il TRACO POWER

DC/DC Converter THN 15WIR Series

EMI Consideration

Suggested filter to comply with EN 55032 Conducted and Radiated Emissions Class A limits
THN 15WIR series meet EN 55032 Conducted and Radiated Emissions Class A without external components.

Suggested filter to comply with EN 55032 Conducted and Radiated Emissions Class B limits

Single output models PCB layout suggestion
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Dual output models PCB layout suggestion
Cb I
i B_Hcs
( A\
g DC/DC Ols 5 O | —vout
+o A +Vin  +Vout
Load —NPUT C1 C2 C3 C4 O 2
c1| c2 c3| c4 BEE. L EE 4 O | com
Input - - = Com. +NPUT [] O 1
Load
-0 -Vin  —Vout \_ % ¢/ ot
c6 E_Hes

Model C1 c2,C3 C4 C5,C6 L1
WU : “iads mcc : “soamice | 1cibis
THN15-480WIR | *150%1cc | “iabsmlce. : Secbmice | 1ok
THN 15-720WIR | P00 e | “Tafomico | istomcc | isosmice | Texise

TCK-078 datasheet: www.tracopower.com/overview/tck-078
TCK-047 datasheet: www.tracopower.com/overview/tck-047
TCK-156 datasheet: www.tracopower.com/overview/tck-156
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